


DISPLAY
Screen Size   	 50" diagonal, viewable

Aspect Ratio   	 Widescreen 16:9

Pixel Array   	 1365 Horizontal x 768 Vertical

Pixel Pitch   	 0.81mm x 0.81mm (square pixels)

Contrast Ratio   	 1000:1

Peak Brightness   	 550cd/m2

Horizontal Scan Range  	 15.5kHz - 93.8kHz

Vertical Scan Range  	 50Hz - 120Hz

SCAN RATE COMPATIBILITY
Analog Video   	 NTSC, PAL, SECAM (most formats)

Digital TV    	 480i, 480p, 720p, 1080i (ATSC, USA)

	 	 	 525i, 525p, 625i, 625p, 1035i 

	 	 	 	 (Europe, Japan)

PC  Monitor   	 VGA, SVGA, XGA, SXGA, UXGA (4:3 formats)

	 	 	 W-VGA, W-XGA (16:9 formats)

VIDEO PERFORMANCE
Comb Filter   	 Motion-Adaptive 3DYC

Film Mode   	 3:2 pulldown compensation

Color Temperature  	 High, Medium, Low and User 

	 	 	 	 Programmable settings

Format Modes   	 Standard, Narrow, Stretched 

	 	 	 	 (for 4:3 images)

Zoom Modes   	 4

Multi-Image Modes  	 PIP, POP, Split Screen

USER INTERFACE
AV Picture   	 Brightness, Contrast, Color, Tint

Digital Noise Reduction  	 Yes (switchable)

Monitor Adjustments  	 V-Position, H-Position, V-Height, H-Width

Menu Languages  	 English, German, French, Italian, Spanish, 

	 	 	 	 Swedish, Japanese

INPUTS
Analog Video   	 1 (composite, S-video or BNC, plus stereo audio)

Digital TV    	 1 (component video, plus stereo audio)

PC Monitor   	 2 (mini D-Sub15 and 5-BNC, with stereo audio)

MonitorLink™	 1 (proprietary Mitsubishi digital interface)

   

OUTPUTS
Audio	 	 2 x 5 Watts, 50Hz - 20kHz, 1% THD into 6 Ohms

REMOTE CONTROL
Dedicated, IR  	 •
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